3

2 3 4 5 6 7 8 9
REV DATE MODIFICATION DESCRIPTION CHANGE
A0 2016.7.12 NEW DRAWING
® 89.3240.38 MATERIALS AND FINISH
= 63.5020.13 P SHELL : STEEL MATERIAL, TIN FINISHED
= 55 42+0.25 = CONNECTOR INSULATOR : PBT THERMOPLASTIC,
s v 30% GLASS FILLED, UL 94V-0 RATED, BLACK COLOR
o o SIGNAL CONTACT MATERIAL: BRASS, FULL GOLD FLASH
3 o HIGH POWER CONTACT MATERIAL: BRASS, 15u” GOLD PLATED
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HIGH POWER CONTACT CURRENT RATING :10,20,0R 40 AMPS
HIGH POWER CONTACT RESISTANCE : 2.7 MILLIOHMS MAX.
DIELECTRIC WITHSTANDING VOLTAGE :

1000 V AC FOR 1 MINUTE
INSULATION RESISTANCE : 5000 MEGAOHMS MIN.
TEMPERATURE RATING : -55°C ~ +125°C

Ordering Information

Current) Rating |—oonension
' ' ® A DS-S M 17W5 XX B XX
40 AMPS 03.75 | | yj I:|
C;)_nnector ggnéoi;;c lI:IIotir:lg Color Current Rating
Y e B B=Black 1=10A
30 AMPS #3.3 F:;:mu,e G1:30° Gold U=Blue 2=20A
M=Male 62:5U” Gold 3=30A
20 AMPS 02.8 63:10U" Gold 4=40A
G4:15U" Gold
10 AMPS 017 G5:30U" Gold
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